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C
XX HOSE LENGTH1 (ft)
01 1
02 2
03 3
04 4
05 5
06 6
08 8
09 9
10 10

HOSE LENGTH2 (in)
31 32"
32 38"
33 44"
34 50"
35 56"
36 68"

HOSE RETRACTOR PART NUMBER

Heavy Duty Retractor for 
all Pressure and Vacuum 
Service 
•	 Series B DISS
•	 DiamondCare DISS
•	 Gemini DISS) 

4107 2234 82

A B
Puritan Bennet Valve O2 139103-XX

N2O 139105-XX
AIR 139109-XX

WAGD 139366-XX
VAC 5/16" 139500-XX

Medaes-type Valve O2 139380-XX
N2O 139381-XX
AIR 139382-XX

WAGD 139384-XX
VAC 5/16" 139502-XX

Chemtron-type Valve O2 139370-XX
N2O 139371-XX
AIR 139372-XX

WAGD 139374-XX
VAC 5/16" 139504-XX

DISS Male Valve O2 139140-XX
N2O 139141-XX
AIR 139142-XX
N2 139144-XX

WAGD 139149-XX
CO2 139385-XX

VAC 5-16" 139506-XX
I AIR 139518-XX

Schrader Quick-connect
N2 139184-XX

DISS Nut and Nipple O2 132106-XX
N2O 132107-XX
AIR 132110-XX

VAC 5/16" 132111-XX
N2 132112-XX

I AIR 132117-XX
CO2 132118-XX

WAGD 132364-XX

1.	 XX numbers 01 through 30 represent hose length in feet.  DOES NOT INCLUDE END FITTINGS.
2.	 XX numbers 31 through 36 represent special application sizes in inches.  INCLUDES END FITTINGS.

Hose Assemblies for Ceiling Drops
PRODUCT ORDERING

Hose Assemblies
To order hose assemblies:

1.	  Select the desired fitting for the end of the hose assembly from (A).
2.	 Choose the appropriate part number according to the gas service required (B).
3.	 Replace the XX with a two-digit number from the chart (C).  This two-digit number corresponds with the length of the hose required. 

The bottom of the hose assembly should terminate at 6 ft. 4 in. above the finished floor.  When using retractors, add 20 inches to 
the hose length.

Example: A desired hose assembly for oxygen that is five feet long and uses a Puritan Bennett valve on one end and a Diameter-Index 
Safety System (DISS) nut and nipple on the other end would carry a part number of 6-139103-05.

NOTE: Maximum length is thirty feet.  For the hose assemblies and check valve installation, operating and maintenance instructions, 
order part number 4107 9025 92.  Unless otherwise specified, all assemblies utilize 1/4" ID hose.
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